ESM-680SxxxBG Rev.B 680W NFC  DALI-2 & D4i
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. LED
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. Class | Division 2 [H[ )
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ESM-680SxxxBG 680W NFC IP66  IP67 249-
528Vac AC DC
DALI-2
D4i
Q) 2 (3) |277Vac|480Vac
0125-1.7A| 1.25-1.7A | 1.7A |2497928Vac) oy caavdc| 680w | 96.0% | 0.99 | 096 |[ESM-680S170BG
352~500Vdc
018-2.4A | 1.8-2.4A | 21a |2497928Vac), \) o auavdd e80W | 95.5% | 099 | 0.96 |ESM-680S240BG
352~500Vdc
0.26-35A | 2.6-35A | 35A |2497928Vaciqg,y  Heovdc| 680W | 95.5% | 0.99 | 0.96 |ESM-680S350BG
352~500Vdc
0.42-56A | 42-56A | 56A |2497928VaC| oy o yaavdc| 680W | 95.5% | 099 | 0.96 |ESM-680S560BG
352~500Vdc
0.63-8.4A | 63-84A | saa |2497528Vac) 4 q08vdc| 680w | 955% | 0.99 | 0.96 |ESM-680S840BG®
352~500Vdc
1.26-15.0A |12.6-15.0A| 15.0A |2397928Vac! o ¢ savdc | 680W | 94.5% | 0.99 | 0.96 |ESM-680S15ABG®
352~500Vdc
1 680W
2 277-480Vac
3 100% 480Vac « »
4 SELV
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ESM-680SxxxBG Rev.B 680W NFC DALI-2 & D4i
- - 05s 277-480Vac 60%-100%
DALI-2
- - 10s
277-480Vac 60%-100%
- 0.03%/°C - =0°C~Tc
24V 216V 24V 26.4V
24V 0mA - 125 mA “ DA-"
6.0ms 250mA
g\éw - - 250 mA 2.2ms
125mA
5.2ms 425mA
gllow - - 425 mA 1.3ms
125mA
DALI-2 12 Vdc 16 Vdc 20 Vdc
DALI-2 60 mA
DALI-2 50 mA DALI-2 =12V
1 DALI-2
2 DALI-2
@277Vac
ESM-680S170BG
lo= 1250 mA 92.5% 94.5% -
lo= 1700 mA 92.0% 94.0% -
ESM-680S240BG
lo= 1800 mA 92.0% 94.0% -
lo= 2400 mA 91.5% 93.5% -
ESM-680S350BG
lo= 2600 mA | 92.5% 94.5% - 100% 25°
lo= 3500 mA 92.0% 94.0% - .
ESM-680S560BG 2%
lo= 4200 mA 92.0% 94.0% -
lo= 5600 mA 91.5% 93.5% -
ESM-680S840BG
lo= 6300mA | 92.0% 94.0% -
lo= 8400 mA 91.0% 93.0% -
ESM-680S15ABG
lo= 12600 mA 91.5% 93.5% -
lo= 15000 mA 91.5% 93.5% -
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ESM-680SxxxBG

Rev.B

680W NFC

DALI-2 & D4i

(L x W x H) 9.85 x 5,32 x 1.82 10.83 x 5.32 x 1.82
(L x W x H) 250 x 135 x 46 275 x 135 x 46
- 31209 -
DA+, DA- 9.5V 16V 225V
DA+, DA- -6.5V ov 6.5V
DA+, DA- 0 mA - 2 mA
ESM-680S240BG 1800 mA < loset< 2400 mA
ESM-680S350BG 506loset i loset 2600 mA < loset< 3500 mA
ESM-680S560BG 0 4200 mA < loset < 5600 mA
ESM-680S840BG 6300 MA < loset< 8400 mA
ESM-680S15ABG 12600 mA < loset< 15000 mA
5%-100% ESM-680S240BG 90 mA 180 mA < loset 1800 mA
ESM-680S350BG 130 mA ) loset 260 mA < loset 2600 mA
ESM-680S560BG 210 mA 420 mA < loset 4200 mA
ESM-680S840BG 315 mA 630 MA < loset 6300 mA
ESM-680S15ABG | 630 mA 1260 mA < loset 12600 mA

UL/CUL UL 8750,CAN/CSA-C22.2 No. 250.13
ENEC EN 61347-1, EN 61347-2-13
EN 61347-1, EN 61347-2-13
EN 301 489-1
CE EN 301 489-3
EN 300 330
EN 62479/EN 50663/EN 50665/EN 50364
BS EN 61347-1, BS EN 61347-2-13
BS EN 301 489-1
UKCA BS EN 301 489-3
BS EN 300 330
BS EN 62479/BS EN 50663/BS EN 50665/BS EN 50364
CB IEC 61347-1, IEC 61347-2-13
EAC TP TC 004, TP TC 020
ENEC EN 62384
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ESM-680SxxxBG Rev.B 680W NFC DALI-2 & D4i

EMI
BS EN/EN IEC 55015® Conducted emission Test &Radiated emission Test
BS EN/EN IEC 61000-3-2 Harmonic current emissions
BS EN/EN 61000-3-3 Voltage fluctuations & flicker

ANSI C63.4 Class B

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions: [1] this device may not cause harmful interference, and [2]
this device must accept any interference received, including interference that may
cause undesired Operation.

FCC Part 15@

EMS
BS EN/EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge
BS EN/EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
BS EN/EN 61000-4-4 Electrical Fast Transient / Burst-EFT
BS EN/EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kV
BS EN/EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
BS EN/EN 61000-4-8 Power Frequency Magnetic Field Test
BS EN/EN 61000-4-11 Voltage Dips
BS EN/EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment
DALI-2
DALI-2®? IEC 62386-101, -102 & -207
1 EMI ( ) EMI

2 DALl parts: 101, 102, 150, 207, 250, 251, 252, 253
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ESM-680SxxxBG Rev.B 680W NFC DALI-2 & D4i

Tek Prevu | — f 1

e 7oA

| JA:T 6.20ms

i 1@ 6.24ms

4
.

: O 5.00 AM2.00ms A Ch2 £ EIE.ZI;.I
ESM-680S170BG(lo=1250mA) ESM-680S170BG(lo=1700mA)
ESM-680S240BG(lo=1800mA) ESM-680S240BG(10=2400mA)
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ESM-680SxxxBG Rev.B 680W NFC DALI-2 & D4i

ESM-680S350BG(10=2600mA) ESM-680S350BG(l0=3500mA)
ESM-680S560BG(1o=4200mA) ESM-680S560BG(1o=5600mA)
ESM-680S840BG(10=6300mA) ESM-680S840BG(l0=8400mA)

9/16
25°C

www.inventronics-co.com Tel: 86-571-56565800 Fax: 86-571-86601139 sales@inventronics-co.com
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ESM-680SxxxBG Rev.B 680W NFC DALI-2 & D4i

R-NTC R1
R1 ( ) - 1.67 kQ -
R-NTC R2
R2 ( ) - 1.27 kQ -
(NTC) 10%Ioset | 20%loset | 100%loset | 10%loset > lomin ( 20%)
lomin 20%loset | 100%loset | 10%loset < lomin ( 20%)
220 Vac 230 Vac 240 Vac
230 Vac 240 Vac 250 Vac
550 Vac 570 Vac 590 Vac
530 Vac 550 Vac 570 Vac
590Vac 8
- - 590 Vac
1 NTC 10kQ Murata NCP18XH103J03RB
o
A
lo <
A >
wE
R
v
4—
>
- Vin
230 Vac 240 Vac
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ESM-680SxxxBG Rev.B 680W NFC DALI-2 & D4i
o
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LED LED LED
LED LED
o
LED
LED 1 LED
D
[ PRG-NFC-H PRG-NFC-D2
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